°® WATER TREATMENT

TAURUS

POMPE DOSATRICI ELECTROMECCANICHE ELECTROMECHANIC DOSING PUMPS

CARATTERISTICHF TECNICHF TECHNICAI FEATIRES

TM.2-4-6 DIAPHRAGM VERSION

MODELLI @ MEMBRANA L.CORSA | COLPI/min. PORTATE PRESSIONI CONNESSIONI PESI WEIGHTS
MODELS @ DIAPHRAGM LSTROKE | STROKES/min | FLOW RATES PRESSURES CONNECTIONS SS316 | PVC/PP/PVDF
TRIFASE _THREE-PHASE 0,18kW - MONOFASE SINGLE-PHASE 0,25 kW
TM02064A 64 mm 2 mm 58 5,5 It/h 10 bar 1/4" g.f. 10,2 kg 8,5 kg
TM02064B 64 mm 2 mm 78 8,0 It/h 10 bar 1/4" g.f. 10,2 kg 8,5 kg
TM02064C 64 mm 2 mm 116 11,0 It/h 10 bar 1/4" g.f. 10,2 kg 8,5 kg
TRIFASE THREE-PHASE 0,25kW - MONOFASE SINGLE-PHASE 0,37 kW
TMO02094A 94 mm 2 mm 58 20,0 It/h 10 bar 3/8" g.f. 10,7 kg 8.4 kg
TM02094B 94 mm 2 mm 78 26,0 It/h 10 bar 3/8" g.f. 10,7 kg 8,4 kg
TM02094C 94 mm 2 mm 116 40,0 It/h 10 bar 3/8" g.f. 10,7 kg 8,4 kg
TRIFASE THREE-PHASE 0,37kW - MONOFASE SINGLE-PHASE 0,55 kW
TM04108A 108 mm 4 mm 58 60,0 It/h 10 bar 3/8" g.f. 13,3 kg 10,1 kg
TM04108B 108 mm 4 mm 78 80,0 It/h 10 bar 3/8" g.f. 13,3 kg 10,1 kg
TM04108C 108 mm 4 mm 116 120,0 It/h 10 bar 3/8" g.f. 13,3 kg 10,1 kg
TM06138A 138 mm 6 mm 58 155,0 It/h 7 bar 3/4" g.f. 18,4 kg 12,3 kg
TMO06138B 138 mm 6 mm 78 220,0 It/h 7 bar 3/4" g.f. 18,4 kg 12,3 kg
TM06138C 138 mm 6 mm 116 310,0 It/h 7 bar 1" g.f. 18,4 kg 12,3 kg
TMO06165A 165 mm 6 mm 58 230,0 It/h 5 bar 1" g.f. 22,0 kg 13,2 kg
TM06165B 165 mm 6 mm 78 330,0 It/h 5 bar 1" g.f. 22,0 kg 13,2 kg
TMO06165C 165 mm 6 mm 116 460,0 It/h 5 bar 1" g.f. 22,0 kg 13,2 kg

ESECUZIONI SPECIALL CORPI POMPA PVC PER AITE PRESSIONI PVC PUMP HEAD SPECIAI EXECUTIONS FOR HIGH PRESSURES

PRESSIONE PRESSURE | @ PISTONE @ PISTON
16 bar 64 - 94 mm

DATI DIMENSIONALI DIMENSIONAL FEATURES
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65 mm 208 149 1/4" g.f. 98 150 144 1/4" g.f. 98
94 mm 236 144 3/8" g.f. 117 172 146 3/8" g.f. 120
108 mm 248 144 3/8" g.f. 131 212 146 3/8" g.f. 140
138 mm 347 158 3/4" g.f. - 1"g.f. [160 258 157 3/8" g.f. - 1"g.f. [170
165 mm 377 160 1" g.f. 193 296 157 1" g.f. 190
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CARATTERISTICHE TECNICHF TECHNICAI FEATIIRES

ELECTROMECHANIC

TM.5 DIAPHRAGM VERSION

MODELLI @ MEMBRANA COLPI/min. PORTATE PRESSIONI PRESSURES| CONNESSIONI CONNECTIONS | PESI WEIGHTS
MODELS @ DIAPHRAGM STROKES/min | FLOW RATES |bar | psi SS316 | PVC SS316 | PVC/PP
TRIFASE THREE-PHASE 0,09kW

TMO05050E 50 mm 41 15,0 It/h 5 72,5 1/2" g.m. 3/4" g.m. 5.3 kg 4,5 kg
TMO05050A 50 mm 58 20,0 It/h 5 72,5 1/2" g.m. 3/4" g.m. 5.3 kg 4,5 kg
TMO05050F 50 mm 82 30,0 It/h 5 72,5 1/2" g.m. 3/4" g.m. 5,3 kg 4,5 kg
TM05050C 50 mm 116 42,0 It/h 5 72,5 1/2" g.m. [3/4" g.m. 5,3 kg 4,5 kg
TM05050G 50 mm 160 60,0 It/h 5 72,5 1/2" g.m. 3/4" g.m. 5.3 kg 4,5 kg
Disponibile la versione MONOFASE a max 1 bar
SINGLEPHASE version available at max 1 bar
/D_A]'J_D_LMFNQIONAII DIMFNSIONAL FEATURFS
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) WATER TREATMENT

TAURUS

POMPE DOSATRICI ELECTROMECCANICHE ELECTROMECHANIC DOSING PUMPS

STICHE GENERALI GENFRAI FEATURES
/ POMPE DOSATRICI PISTONE/MEMBRANA

12vDC

e al fine di soddisfare le esigenze di alimentazione
delle nostre pompe in quelle condizioni dove non ¢
possibile utilizzare la normale rete elettrica facendo
ricorso all'utilizzo di batterie o pannelli solari,
completiamo la gamma con una serie di modelli
equipaggiati da motore alimentato a 12 VDC

12VDC PISTON/DIAPHRAGM DOSING
PUMPS

e in order to meet the power needs of our pumps in
those conditions where you can not use the normal
power by resorting to the use of batteries or solar
panels, we complete the range with a series of models
equipped with engine running to 12 VDC

CARATTERISTICHE TECNICHF TECHNICAI FFATLIRES

TP.15 12VDC PISTON VERSION

MODELLI @ PISTONI COLPI/min. STROKES/min PORTATE FLOW RATES PRESSIONI PRESSURES CONNESSIONI CONNECTIONS
MODELS @ PISTONS | SS316 PVC SS316 PVC SS316 PVC SS316 PVC
12 VDC (KW) 0,25 kW (IP55)

TP1525A [25 mm 84 84 34 It/h 34 1t/h 15 bar 9 bar 3/8" g.f. 3/8" g.f.
TP1525B |25 mm 105 105 43 It/h 43 It/h 15 bar 9 bar 3/8" g.f. 3/8" g.f.
TP1530A 30 mm 72 72 41 It/h 41 It/h 10 bar 7 bar 3/8" g.f. 3/8" g.f.
TP1530B 30 mm 90 90 52 It/h 53 It/h 10 bar 7 bar 3/8" g.f. 3/8" g.f.
TP1538A 38 mm 68 72 60 It/h 66 It/h 5 bar 3 bar 3/8" g.f. 3/8" g.f.
TP1538B 38 mm 85 90 75 It/h 84 It/h 5 bar 3 bar 3/8" g.f. 3/8" g.f.
TP1548A 48 mm 72 72 100 It/h 105 It/h 4,5 bar 3 bar 1/2" g.f. 1/2" g.f.
TP1548B 48 mm 90 90 125 It/h 130 It/h 4,5 bar 3 bar 1/2" g.f. 1/2" g.f.
TP1554A 54 mm 76 86 143 It/h 144 1t/h 1,5 bar 1 bar 1/2" g.f. 1/2" g.f.
TP1554B 54 mm 95 100 183 It/h 185 It/h 1,5 bar 1 bar 1/2" g.f. 1/2" g.f.
TP1564A |64 mm 76 76 195 It/h 200 It/h 1 bar 0,5 bar 3/4" g.f. 3/4" g.f.
TP1564B 64 mm 95 95 250 It/h 255 It/h 1 bar 0,5 bar 3/4" g.f. 3/4" g.f.

TM.2-4-6 12VDC DIAPHRAGM VERSION

MODELLI @ MEMBRANA | COLPI/min. STROKES/min [PORTATE FLOW RATES PRESSIONI PRESSURES CONNESSIONI CONNECTIONS
MODELS 0 DIAPHRAGM | SS316 PP/PVC SS316 PP/PVC SS316 PP/PVC SS316 PP/PVC
12 VDC (KW) 0,25 kW (IP55)
TMO0294A (94 mm 72 72 23 It/h 24 It/h 20 bar 10 bar 3/8" g.f. 3/8" g.f.
TMO0294B |94 mm 90 90 30 It/h 31 It/h 20 bar 10 bar 3/8" g.f. 3/8" g.f.
12 VDC (KW) 0,37 kW (IP55)
TMO02108A [ 108 mm 84 84 73 It/h 74 1t/h 6,5 bar 5,5 bar 3/8" g.f. 3/8" g.f.
TMO02108B | 108 mm 105 105 93 It/h 95 It/h 6,5 bar 5,5 bar 3/8" g.f. 3/8" g.f.
TMO02138A (138 mm 80 80 214 It/h 212 It/h 1,7 bar 1,3 bar 1/2" g.f. 1/2" g.f.
TMO02138B [138 mm 100 100 274 1t/h 272 1t/h 1,7 bar 1,3 bar 1/2" g.f. 1/2" g.f.
TMO02165A 165 mm 80 80 242 It/h 253 It/h 0,8 bar 0,5 bar 1/2" g.f. 1/2" g.f.
TMO02165B | 165 mm 100 100 310 It/h 324 It/h 0.8 bar 0,5 bar 1/2" g.f. 1/2" g.f.
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